//\ EXTRUTECH PLASTICS, INC.

I “Custom Extruder of Close Tolerance Profiles”

MAINTENANCE & CLEANING INSTRUCTIONS

When properly maintained, our rigid PVC maintains its original profile and gloss. For
cleaning our panels, we recommend mild detergent. Soap scum removers work very
well. You may also use a low pressure washer, mild soap, and a soft cloth. Formula 409
or multi purpose cleaners also work well. Whatever you decide to use, make sure it is
PVC compatible and do a small spot test. Use of abrasive cleaners is not recommended.

RECOMMENDED CLEANERS - Follow Manufacturer Directions Carefully
IT WORKS — PVC Cleaner

National Automotive Chemical Phone: 800/999-7235
1000 Highland Avenue Fax: 740/432-2941
Cambridge OH 43725 www.nhachemical.com
KLEAN WALL
AP Formulators Phone: 888/783-7627
1307 Illinois Street Fax: 713/946-1614
South Houston TX 77587 www.apchemical.com

OFF THE WALL (Check for Distributor List)
Lustra Professional Car Care Products Phone: 800/225-2231

1997 American Blvd. Fax: 920/337-9410

DePere WI 54115 www.lustrabear.com

NU-WALL — This product recommended for indelible spot cleaning treatment only!

Arcadian Services Phone: 800/289-7627
3109 Northington Court Fax: 256/764-8848
Florence AL 35630 www.arcadianservices.com

5902 W. Custer Street - Manitowoc, W| 54220 - Phone 920/684-9650 - Fax 920/684-4344
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